
s i g n a t u r e b a s e l i g h t s
Signature Baselights are built to meet or exceed British Standards regulations and sealed to IP67 rating. Through flexibility on product supply, all bases have
their own unique application, with options such as photocells and 24V AC. Incorporated into every unit are features such as a UV stabilised Polycarbonate
lens, large internal capacity and multiple cable options. Signature are proud of its ability to provide enhanced safety and reduced maintenance through
innovations such as Knock Down Warning systems (Safebase and Superbase) and LED illuminated - all as a result of customer partnerships.

s i g n a t u r e b a s e l i g h t s

SUPERIOR™
� LM6-M Cast Aluminium Alloy (one piece body)
� Domed 5mm UV stabilised polycarbonate
� Single or Double Lid Fixing Point
� Available 2 x PL11 watt, 3 x PL11 watt,

24V AC, LED
� Twin Turretts (20mm/25mm) Front & Rear

as Standard

BUDGET™ (PF94/BBL)
� 3mm Galvanised Mild Steel Base
� Domed or Flat Glazed Option
� Bolt Down or Hinged Lid Option
� Available 2 x PL11 watt, 3 x PL11 watt, 24V AC
� 2 x 25mm Cable Gland & Blank

– Front Located

BUDGET™ (PF94/BBL)
BL-B-211-H-F 2 X PL11 watt

Hinged Lid Flat Glazed
BL-B-211-BD-RW 2 x PL11 watt

Bolt Down Raised Window
BL-B-311-BD-RW 3 x PL11 watt

Bolt Down Raised Window

Suits all industry standard bollards

BLBASE12™
� 3mm Galvanised Mild Steel Base 
� Flat Glazed
� Hinged Lid
� Available 2 x PL11 watt, 3 x PL11 watt, 24V AC
� 2 x 25mm Cable Holes Front and Side location

BLBASE12™ 
BL-BASE12 2 X PL11 watt

BL-BASE10 3 x PL11 watt

BL-BASE12-24V 2 x PL11 watt - 24V AC

CITYBASE™
BL-BASE35 2 X PL11 watt

BL-BASE37 2 x PL11 watt
c/w Selc 101B PECU

BL-BASE35-24V 2 x PL11 watt - 24V AC

BL-BASE44 2 x PL11 watt - Conv.

SUREBASE™
� 3mm Galvanised Mild Steel Base
� Flat Glazed
� Hinged Lid
� Available 2 x PL11 watt,  24V AC
� Manufactured to suit Sureflex Bollard Shell
� 2 x 25mm Cable Holes Front and Side location

SUREBASE™
BL-BASE27 2 X PL11 watt

BL-BASE26 2 x PL11 watt
c/w Selc 101B PECU

BL-BASE27-24V 2 x PL11 watt - 24V AC

QUICK ACCESS™
� 3mm Galvanised Mild Steel Base
� Low Profile Base with Double 1/4 turn

replaceable vandal resistant locks
� Tilt and Lock allows complete removal of

bollard with window
� Available 2 x PL11 watt, 3 x PL11 watt, 24V AC
� 2 x 25mm Blank – Side Located

QUICK ACCESS™
BL-QA-211 2 X PL11 watt

Flat Glazed

BL-QA-311 3 x PL11 watt
Flat Glazed

BL-QA-211-24V 3 x PL11 watt - 24V AC

Suits all industry standard bollards

SURFACE™
� 3mm Galvanised Mild Steel Base
� Flat Glazed
� Slimline robust surface mounted baselight
� Cost effective solution for use with existing

ragbolt fixings, requires little or no excavation
� Available 2 x PL11 watt, 3 x PL11 watt, 24V AC

SURFACE™
BL-SUR-211-F 2 X PL11 watt

Flat Glazed

BL-SUR-311-F 3 x PL11 watt
Flat Glazed

Suits all industry standard bollards

CONVERSION BL43™ (BLBASE12)
� 3mm Galvanised Mild Steel Conversion Base
� Manufactured to fit BLBASE01 Frame
� Flat Glazed
� Hinged Window
� Available 2 x PL11 watt, 3 x PL11 watt, 24V AC

CONVERSION BL43™ (BLBASE12)
BL-BASE43 2 X PL11 watt

Flat Glazed
BL-BASE45 3 x PL11 watt

Flat Glazed
BL-BASE01 Galvanised Steel Frame 

to suit BLBASE44
Suits all industry standard bollards

Signature operates a policy of continuous product development and reserves the right to improve specification without prior notice

FEATURES PRODUCT CODES FEATURES PRODUCT CODES

Signature’s Cast Aluminium and Mild Steel Galvanised baselights offer the FREEDOM OF CHOICE in product selection, thereby offering our
customers Best Value for New Works (Section 38), low long-term maintenance and energy saving solutions.
For more information please contact our sales office.

SUPERIOR™
BL-S-211-H 2 x PL11 watt
BL-S-211-24V-H 2 x PL11 watt – 24V AC
BL-S-311-H 3 x PL11 watt
BL-S-LED-H LED Base 
BL-S-211-12-H 2 x PL11 watt

c/w Selc 101B PECU

PREMIUM™ (Sig98)
BL-PBD-211-F 2 x PL11 watt - Flat 
BL-PBD-211-24V-D 2 x PL11 watt - 24V AC

Domed 
BL-PBD-311-D 3 x PL11 watt – Domed
BL-PBD-LED-F LED Base - Flat
BL-PBD-12-F 2 x PL11 watt

c/w Selc 101B PECU

QUICK RELEASE™ (Sig98)
� LM6-M Cast Aluminium Alloy 
� Raised or Flat Window
� Patent GB2334986B
� Available 2 x PL11 watt, 3 x PL11 watt,

24V AC, LED
� Twin Turretts (20mm/25mm) Front & Rear

as Standard

QUICK RELEASE™ (Sig98)
BL-QR-211-F 2 x PL11 watt - Flat 
BL-QR-211-24V-D 2 x PL11 watt - 24V AC

Domed 
BL-QR-311-D 3 x PL11 watt – Domed
BL-QR-LED-F LED Base
BL-QR-12-F 2 x PL11 watt

c/w Selc 101B PECU

SUPERBASE™ - Patent Pending
� Superior Base c/w 2xPL11 lamps and

Beacon Flasher Unit which is activated in the
event of bollard removal or knock down

SUPERBASE™ - Patent Pending
BL-SB-211-HAZ 2 x PL11 lamps

c/w Hazard Beacon
Flasher Unit

BL-SB-311-HAZ 3 x PL11 lamps
c/w Hazard Beacon
Flasher Unit

SAFEBASE™ - Patent Pending
� Premium Base c/w LED Gear Tray and

Beacon Flasher Unit which is activated in the
event of bollard removal or knock down

SAFEBASE™ - Patent Pending
BL-SFB-LED-HAZ 12 LED gear tray

c/w Hazard Beacon    
Flasher Unit

ELITE (Mark lll)™
� LM6-M Cast Aluminium Bolt Down Lid
� 3mm Mild Steel Galvanised Body
� Domed Window
� Factory Fitted U-Bolts as standard
� 2 x 25mm Blank – Front Located

ELITE (Mark lll)™
BL-E-211-BD 2 x PL11 watt
BL-E-211-24V-H 2 x PL11 watt – 24V AC
BL-E-311-H 3 x PL11 watt
BL-E-211-12-H 2 x PL11 watt

c/w Selc 101B PECU

Signatures ability to produce products that meet with the approval of the most discerning engineers, ensures that we can continuously
improve our range and provide up-to-date tailor-made solutions.

In 2001, signature launched its LED Baselight shortly followed by the introduction of the LED Delta Signlight (See literature). In 2003,
through continued development with our suppliers and customers, the Signature products offering LED options are now even better in

providing both an effective and efficient method of illumination. With the increase in demand for improved performance, reduced
installation costs, low maintenance and energy saving solutions, Signature have extended its research and development facilities thereby

demonstrating its long term commitment to our customers for many years to come.

If you require specific information on either LED, Solar or Wind powered options, please contact our Manchester sales office.

CITYBASE™
� 3mm Galvanised Mild Steel Base
� Flat Glazed
� Hinged Lid
� Available 2 x PL11 watt,  24V AC
� Manufactured to suit Cityflex Bollard Shell
� 2 x 25mm Cable Holes Front and Side location

PREMIUM™ (Sig98)
� LM6-M Cast Aluminium Alloy 
� Raised or Flat Window
� Bolt Down Lid
� Available 2 x PL11 watt, 3 x PL11 watt,

24V AC, LED
� Twin Turretts (20mm/25mm) Front & Rear

as Standard
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